
RPower GELOGiV121000L
(12V 96Ah GEL Battery)
Floating Life at 20°C designed for up to 12 years EAN: 4260123683375

Discharge Characteristics (25°C)

FV / 

TIME
5min 10min 15min 20min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h

10.98V 160,80 116,40 99,40 87,10 67,50 51,10 42,80 26,90 20,40 16,80 14,40 12,40 9,93 8,57 4,70

10.80V 176,40 125,40 106,80 96,90 74,20 55,90 46,80 29,10 22,00 18,00 15,40 12,90 10,30 8,85 4,80

10.50V 208,80 145,20 122,00 108,90 81,60 60,40 50,10 30,90 23,20 18,90 16,00 13,30 10,60 9,00 4,90

10.20V 246,00 166,80 135,60 117,30 87,40 64,10 53,00 32,70 24,20 19,50 16,50 13,80 10,90 9,23 4,96

9.90V 266,40 177,00 141,60 122,10 90,80 66,40 55,00 33,60 24,90 20,00 16,80 14,00 11,10 9,34 5,01

9.60V 297,60 194,40 152,40 132,30 97,20 71,30 58,40 34,90 25,90 20,70 17,40 14,40 11,30 9,53 5,08

FV / 

TIME
5min 10min 15min 20min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h

10.98V 1802,40 1311,00 1125,60 1035,60 808,80 617,40 519,60 327,60 249,00 205,80 177,60 152,40 122,40 105,60 57,40

10.80V 1961,40 1401,60 1200,00 1098,00 849,60 645,00 544,20 339,60 257,40 211,80 181,80 153,60 123,60 106,80 58,50

10.50V 2274,00 1594,20 1351,80 1220,40 926,40 692,40 579,00 358,80 271,20 220,80 188,40 157,80 126,00 107,40 58,60

10.20V 2625,60 1801,20 1482,60 1300,80 983,40 730,20 609,60 378,60 281,40 227,40 193,80 162,60 129,60 109,80 59,20

9.90V 2794,20 1881,60 1524,00 1338,60 1011,00 750,60 628,80 386,40 289,20 232,20 196,80 165,00 131,40 111,00 59,70

9.60V 3060,60 2027,40 1614,00 1434,60 1072,20 800,40 664,20 400,20 299,40 240,60 202,80 168,60 133,20 113,40 60,60

0°C 88%

-15°C 70%

Constant Power Discharge Characteristics (Watt / Battery, 25°C)

Nominal operating temperature 25°C ±3°C (77°F±5°F)

Operating temperature range -20°C~55°C (-4°F~131°F)

Float charging voltage (25°C) 13.65 to 13.80V

Cyclic charging voltage (25°C) 14.40 to 15.00V

Terminal material Copper

Constant Current Discharge Characteristics (Ampere / Battery, 25°C)

24A

Approx. Weight 31.00kg (68.34lbs)

Maximum charging current

Self-discharge

(25°C)

3 month Remaining Capacity: 94%

6 month Remaining Capacity: 88%

12 month Remaining Capacity: 75%

Capacity

affected by

temperature

(10hr)

40°C 103%

25°C 100%

Maximum discharge current 1.000A (5sec.)

Internal resistance Approx. 5.9mΩ

Capacity (20hr@25°C@1.80V/C) 96Ah

Dimensions 

(±2mm)

Length 330mm (13.0inch)

Width 173mm (6.81inch)

Height 212mm (8.35inch)

Total Height 218mm (8.58inch)

The Relationship for Charging Voltage and Temperature

Specifications Charging Characteristics (25°C)

Nominal Voltage 12V

Dimensions
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