
RPower GELOGiV122400L
(12V 240Ah GEL Battery)
Floating Life at 20°C designed for up to 12 years EAN: 4260123683412

Discharge Characteristics (25°C)

FV / 

TIME
5min 10min 15min 20min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h

10.98V 385,9 279,40 238,60 217,80 168,70 127,80 107,00 67,20 51,00 42,00 36,10 31,10 24,80 21,40 11,80

10.80V 423,4 301,00 256,30 232,60 178,10 134,10 112,30 69,80 52,70 43,20 37,00 31,90 25,40 21,90 12,00

10.50V 501,1 348,50 292,80 261,40 195,80 145,00 120,20 74,00 55,70 45,20 38,40 33,00 26,20 22,30 12,20

10.20V 590,4 400,30 325,40 281,50 209,80 153,90 127,20 78,50 58,00 46,70 39,60 34,20 27,00 22,80 12,40

9.90V 639,4 424,80 339,80 293,00 217,90 159,40 132,00 80,50 59,80 47,90 40,40 34,70 27,40 23,10 12,50

9.60V 714,2 466,60 365,80 317,50 233,30 171,20 140,20 83,80 62,20 49,70 41,70 35,60 27,90 23,60 12,70

FV / 

TIME
5min 10min 15min 20min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h

10.98V 4325,40 3146,40 2701,20 2484,60 1941,60 1482,00 1247,40 786,00 598,20 494,40 426,60 369,00 295,80 256,20 141,00

10.80V 4707,00 3364,20 2880,60 2635,80 2040,00 1548,60 1305,60 815,40 617,40 507,60 436,20 377,40 302,40 261,60 143,40

10.50V 5457,00 3826,20 3244,80 2929,20 2223,00 1662,00 1390,20 861,60 651,00 530,40 451,80 390,00 311,40 266,40 146,40

10.20V 6301,80 4323,60 3558,00 3121,20 2359,80 1752,00 1462,80 909,00 675,60 546,00 464,40 402,60 320,40 272,40 148,20

9.90V 6705,60 4516,20 3658,20 3212,40 2426,40 1801,80 1509,00 927,60 694,20 558,00 472,80 408,00 324,60 274,80 149,40

9.60V 7345,20 4865,40 3873,60 3442,80 2572,80 1920,60 1593,60 960,60 718,80 577,20 486,00 416,40 329,40 280,20 151,20

Capacity (20hr@25°C@1.80V/C) 240Ah

Dimensions 

(±2mm)

Length 522mm (20.6inch)

Width 268mm (10.6inch)

Height 220mm (8.66inch)

Total Height 226mm (8.90inch)

Dimensions The Relationship for Charging Voltage and Temperature

Specifications Charging Characteristics (25°C)

Nominal Voltage 12V

60A

Approx. Weight 77.70kg (171.3lbs)

Maximum charging current

Maximum discharge current 1.960A (5sec.)

Self-discharge

(25°C)

3 month Remaining Capacity: 94%

6 month Remaining Capacity: 88%

12 month Remaining Capacity: 75%

Internal resistance Approx. 3mΩ

Capacity

affected by

temperature

(10hr)

40°C 103%

25°C 100%

0°C 88%

-15°C 70%

Constant Power Discharge Characteristics (Watt / Battery, 25°C)

Nominal operating temperature 25°C ±3°C (77°F±5°F)

Operating temperature range -20°C~55°C (-4°F~131°F)

Float charging voltage (25°C) 13.65 to 13.80V

Cyclic charging voltage (25°C) 14.40 to 15.00V

Terminal material Copper

Constant Current Discharge Characteristics (Ampere / Battery, 25°C)
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