
RPower OGiV22000LP
(2V 200Ah AGM Battery)
Floating Life at 20°C designed for up to 12 years and more EAN: 4260349823586

Discharge Characteristics (25°C)

FV / 

TIME
5min 10min 15min 20min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h

1.83V -- -- 216,31 182,36 147,44 123,19 95,84 57,52 44,81 36,96 32,30 27,65 21,92 19,40 10,21

1.80V -- -- 223,00 188,00 152,00 127,00 98,80 59,30 46,20 38,10 33,30 28,50 22,60 20,00 10,53

1.75V -- -- 228,00 199,00 161,00 134,00 105,00 62,30 48,30 39,70 34,50 29,50 23,20 20,50 10,77

1.70V -- -- 252,00 210,00 169,00 141,00 109,00 65,00 50,30 41,10 35,50 30,30 23,80 20,90 10,89

1.65V -- -- 266,00 222,00 178,00 147,00 114,00 67,50 52,10 42,30 36,50 31,00 24,20 21,20 11,14

1.60V -- -- 279,00 233,00 186,00 154,00 118,00 69,80 53,80 43,50 37,30 31,70 24,60 21,40 11,14

FV / 

TIME
5min 10min 15min 20min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h

1.83V -- -- 2322,18 2031,18 1740,18 1501,56 1111,62 698,40 523,80 444,07 396,34 335,23 258,41 212,43 116,83

1.80V -- -- 2394,00 2094,00 1794,00 1548,00 1146,00 720,00 540,00 457,80 408,60 345,60 266,40 219,00 120,44

1.75V -- -- 2544,00 2214,00 1884,00 1596,00 1212,00 750,00 558,60 471,60 418,80 353,40 272,40 223,20 122,64

1.70V -- -- 2694,00 2340,00 1986,00 1650,00 1278,00 780,00 576,00 483,60 427,80 361,20 277,80 227,40 125,58

1.65V -- -- 2844,00 2460,00 2076,00 1704,00 1338,00 810,00 592,80 495,00 436,80 367,80 282,00 231,00 127,05

1.60V -- -- 2988,00 2574,00 2166,00 1758,00 1398,00 834,00 606,00 504,60 444,60 373,80 285,60 232,80 128,52

The Relationship for Charging Voltage and Temperature

Specifications Charging Characteristics (25°C)

Nominal Voltage 2V

Maximum discharge current 1.000A (5sec.)

Internal resistance Approx. 0.67mΩ

Dimensions

Capacity (10hr@25°C@1.80V/C) 200Ah

Dimensions 

(±2mm)

Length 173mm (6.81inch)

Width 111mm (4.37inch)

Height 329mm (13.0inch)

Total Height 364mm (14.3inch)

40A

Approx. Weight 13.70kg (30.20lbs)

Maximum charging current

Self-discharge

(25°C)

3 month Remaining Capacity: 91%

6 month Remaining Capacity: 82%

12 month Remaining Capacity: 65%

Capacity

affected by

temperature

(10hr)

40°C 103%

25°C 100%

0°C 86%

-15°C 65%

Nominal operating temperature 25°C ±3°C (77°F±5°F)

Operating temperature range -20°C~55°C (-4°F~131°F)

Float charging voltage (25°C) 2.28 to 2.30V

Cyclic charging voltage (25°C) 2.40 to 2.50V

Terminal material Copper

Constant Current Discharge Characteristics (Ampere / Battery, 25°C)

Constant Power Discharge Characteristics (Watt / Battery, 25°C)
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