
RPower GELOGiV12900L
(12V 90Ah GEL Battery)
Floating Life at 20°C designed for up to 12 years EAN: 4260123690038

Discharge Characteristics (25°C)

FV / 

TIME
5min 10min 15min 20min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h

10.98V 120,60 87,30 74,60 68,10 52,70 40,00 33,50 21,00 15,90 13,10 11,30 9,73 7,76 6,69 3,68

10.80V 132,30 94,10 80,10 72,70 55,70 41,90 35,10 21,80 16,50 13,50 11,60 9,96 7,94 6,84 3,75

10.50V 156,60 108,90 91,50 81,70 61,20 45,30 37,60 23,10 17,40 14,10 12,00 10,30 8,19 6,98 3,83

10.20V 184,50 125,10 101,70 88,00 65,60 48,10 39,80 24,50 18,10 14,60 12,40 10,70 8,44 7,14 3,87

9.90V 199,80 132,80 106,20 91,60 68,10 49,80 41,30 25,20 18,70 15,00 12,60 10,90 8,57 7,22 3,91

9.60V 223,20 145,80 114,30 99,20 72,90 53,50 43,80 26,20 19,50 15,50 13,00 11,10 8,72 7,37 3,97

FV / 

TIME
5min 10min 15min 20min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h

10.98V 1351,80 983,40 844,20 776,40 606,60 463,20 390,00 245,40 186,60 154,20 133,20 115,20 92,40 79,80 43,98

10.80V 1471,20 1051,20 900,00 823,80 637,20 483,60 408,00 255,00 193,20 158,40 136,20 118,20 94,80 81,60 44,82

10.50V 1705,20 1195,80 1014,00 915,60 694,80 519,60 434,40 269,40 203,40 165,60 141,00 121,80 97,20 83,40 45,72

10.20V 1969,20 1351,20 1111,80 975,60 737,40 547,20 457,20 283,80 211,20 171,00 145,20 126,00 100,20 85,20 46,20

9.90V 2095,80 1411,20 1143,00 1003,80 758,40 562,80 471,60 289,80 217,20 174,60 147,60 127,20 101,40 85,80 46,62

9.60V 2295,60 1520,40 1210,20 1075,80 804,00 600,00 498,00 300,00 224,40 180,60 151,80 130,20 103,20 87,60 47,22

0°C 88%

-15°C 70%

Constant Power Discharge Characteristics (Watt / Battery, 25°C)

Nominal operating temperature 25°C ±3°C (77°F±5°F)

Operating temperature range -20°C~55°C (-4°F~131°F)

Float charging voltage (25°C) 13.65 to 13.80V

Cyclic charging voltage (25°C) 14.40 to 15.00V

Terminal material Copper

Constant Current Discharge Characteristics (Ampere / Battery, 25°C)

17.5A

Approx. Weight 25.00kg (55.12lbs)

Maximum charging current

Self-discharge

(25°C)

3 month Remaining Capacity: 94%

6 month Remaining Capacity: 88%

12 month Remaining Capacity: 75%

Capacity

affected by

temperature

(10hr)

40°C 103%

25°C 100%

Maximum discharge current 700A (5sec.)

Internal resistance Approx. 6.4mΩ

Capacity (100/20hr@25°C@1.80V/C) 90Ah / 75Ah

Dimensions 

(±2mm)

Length 350mm (13.8inch)

Width 174mm (6.85inch)

Height 190mm (7.48inch)

Total Height 190mm (7.48inch)

The Relationship for Charging Voltage and Temperature

Specifications Charging Characteristics (25°C)

Nominal Voltage 12V

Dimensions
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