
RPower GELOGiV122000L
(12V 200Ah GEL Battery)
Floating Life at 20°C designed for up to 12 years EAN: 4260123683405

Discharge Characteristics (25°C)

FV / 

TIME
5min 10min 15min 20min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h

10.98V 321,6 232,80 198,80 181,50 140,60 106,50 89,20 56,00 42,50 35,00 30,10 25,90 20,70 17,90 9,80

10.80V 352,8 250,80 213,60 193,80 148,40 111,70 93,60 58,20 43,90 36,00 30,80 26,60 21,20 18,20 10,00

10.50V 417,6 290,40 244,00 217,80 163,20 120,80 100,20 61,70 46,40 37,70 32,00 27,50 21,90 18,60 10,20

10.20V 492,0 333,60 271,20 234,60 174,80 128,30 106,00 65,40 48,30 39,00 33,00 28,50 22,50 19,00 10,30

9.90V 532,8 354,00 283,20 244,20 181,60 132,80 110,00 67,10 49,90 39,90 33,70 28,90 22,90 19,30 10,40

9.60V 595,2 388,80 304,80 264,60 194,40 142,70 116,80 69,80 51,90 41,40 34,70 29,60 23,30 19,60 10,60

FV / 

TIME
5min 10min 15min 20min 30min 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h

10.98V 3604,20 2622,00 2250,60 2070,60 1618,20 1234,80 1039,20 655,20 498,00 412,20 355,20 307,80 246,60 213,60 117,00

10.80V 3922,20 2803,20 2400,60 2196,60 1699,80 1290,60 1087,80 679,80 514,80 423,00 363,60 314,40 252,00 217,80 119,40

10.50V 4547,40 3188,40 2704,20 2441,40 1852,20 1384,80 1158,60 717,60 542,40 441,60 376,20 324,60 259,80 222,00 121,80

10.20V 5251,80 3603,00 2964,60 2601,00 1966,80 1459,80 1218,60 757,20 563,40 455,40 387,00 335,40 267,00 226,80 123,00

9.90V 5587,80 3763,80 3048,60 2677,20 2022,00 1501,20 1257,60 772,80 578,40 465,00 394,20 340,20 270,60 229,20 124,20

9.60V 6121,20 4054,20 3228,00 2868,60 2143,80 1600,80 1327,80 800,40 598,80 481,20 405,00 346,80 274,80 233,40 126,00

Capacity (20hr@25°C@1.80V/C) 200Ah

Dimensions 

(±2mm)

Length 522mm (20.6inch)

Width 240mm (9.45inch)

Height 218mm (8.58inch)

Total Height 224mm (8.82inch)

Dimensions The Relationship for Charging Voltage and Temperature

Specifications Charging Characteristics (25°C)

Nominal Voltage 12V

50A

Approx. Weight 62.90kg (138.7lbs)

Maximum charging current

Maximum discharge current 1.800A (5sec.)

Self-discharge

(25°C)

3 month Remaining Capacity: 94%

6 month Remaining Capacity: 88%

12 month Remaining Capacity: 75%

Internal resistance Approx. 3.24mΩ

Capacity

affected by

temperature

(10hr)

40°C 103%

25°C 100%

0°C 88%

-15°C 70%

Constant Power Discharge Characteristics (Watt / Battery, 25°C)

Nominal operating temperature 25°C ±3°C (77°F±5°F)

Operating temperature range -20°C~55°C (-4°F~131°F)

Float charging voltage (25°C) 13.65 to 13.80V

Cyclic charging voltage (25°C) 14.40 to 15.00V

Terminal material Copper

Constant Current Discharge Characteristics (Ampere / Battery, 25°C)
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